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 Dimensions   120mm (H) x 76mm (W) x 21mm (D) 

 Weight   480g 

 Read Range   None 

 Input Current (Standby)   90mA @ 12vDC 

 Input Current (Maximum)   130mA @ 12vDC 

 Voltage Range   5 to 16 vDC from a regulated supply 

 Colour   Silver 

 Material   Metal 

 LED Indicator   Two, Coloured 

 Buzzer   Yes 

 Operating Temperature   ‐12°C to 60°C 

 Max Range to Controller   100m 

 To Extend Cable Use   Belden 9421 (22AWG, non‐twisted) 

 

The KPV must be programmed before use.   
To program the unit: 
 
Press the hash (#) key four times 
Enter the security code.  By default this will be 1 2 3 4 
Press the digit  1  to select the programming menu 
Press the digit  3  to choose the programming type 
The keypad will bleep and the LED will change.   
The unit is now programmed 

WIRE  PSU BOARD  IC1000+  IC2000/4000 

Red (+V)  12vDC 1.5A     

Black (0V)  0vDC 1.5A     

Green (data‐0)    CK1/CK2  CLK1/CLK10/CLK2/CLK20 

White (Data‐1)    DT1/DT2  DAT1/DAT10/DAT2/DAT20 

Brown (LED)    LD1/LD4  LED1/LED4 

Purple (Tamper)    If required, connect to a spare input on controller 


