
SWITCHES  DS1 
DS1/1-5 Controller Address (See below) 

DS1/6, 7, 8 Reader Technology: 
  off, off, off Mag. ISO2 / Bar Code 39  

 (If Bar Code, short ‘D1’ to 0v). 
  on, off, off Wiegand with parity check 
  off, on, off Wiegand without parity check 
  on, off, on Radio 
  on, on, on Mag. ISO1 / Bar Code 2/5 

 (If Bar Code, short ‘D1’ to 0v). 

   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMMUNICATION CABLE  SPECIFICATIONS: 
RS485 bus (H, L):    RS232 line (Rx, Tx, 0v): 
Shielded twisted pair cable 22/24 AWG  3 shielded wire 22/24 AWG.   
Maximum length: 1200 meters  Maximum length: 10 meters. 
Connect the shield to the ground only at the  
concentrator end (and not at J9/GND connector). 

J10: Serial Port 2 
(RS485 only) 

J14: Technical Alarms: 
M.S.: Housing Micro-switch input 
PSF.: Power Supply Failure input 
Bat.Lo.: Battery Low input from PSU 

Communication  
 indicators: 
Rx (Green) blinks 
 when PC is  
communicating. 

EXTERNAL CONNECTORS 
J1 to J4 Card Readers No.1 to 4  
J5A/J5B Relays 1 to 4 (24v /1A max). 
J6A/J6B 8 supervised Alarm inputs I1-I8  

( ±30v max ) 
J7 Power: 9,5Vdc to 14Vdc   

Max. Cons. : 
- w/o rdr w/o TCP/IP: 150 mA 
- w/o rdr with TCP/IP: 400 mA 
Cons. available at +V: 300mA. (4 rdr.) 

J8 Connector for extension board 
J9 Serial Port 1 (RS232 or RS485) 
J10 Serial Port 2 (RS485 only) 
J11/J12 10/100 base-T connector (RJ45) 
J14 Technical Alarms 

SELECTORS 
SW1 Serial Port 1 selector : RS485 / RS232  
SW2 Reader Output ‘+V’ selector: 5/12Vdc  
JP1 Lithium Cell jumper: Do not remove 
JP2 TCP/IP jumper for entering in Program 

Mode (in case of troubleshooting) 

ALARM INPUTS 
CONNECTION: 

2 conductors wire 22 AWG. 
Maximum length: 100 meters 
I1 to I8 inputs may be supervised. 
 
 
 
 
Example of a Normally Open 
switch with (optional) resistors. 
 
WARNING! 
Do not apply voltage higher than 
30VAC/DC to alarm inputs. 

I1-I8

0v

4,7 Kohms 

4,7K 

Relay #1 C 
Relay #1 NC 
Relay #1 NO 
Relay #2 C 
Relay #2 NC 
Relay #2 NO 
Spare Connector 

Relay #3 C 
Relay #3 NC 
Relay #3 NO 
Relay #4 C 
Relay #4 NC 
Relay #4 NO 
Spare Connector 
helpful for 
convenience 

0v 
Alarm 1 
Alarm 2 
Alarm 3 
Alarm 4 
0v 

0v 
Alarm 5 
Alarm 6 
Alarm 7 
Alarm 8 
0v 

R
x/

L1
 

Tx
/H

1 

L2 H
2

   
0v

 
 M
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 J9 

SW2: ‘+V’ output 
selection: 5Vdc or 12Vdc

SW1: Serial Port 1 Selection: 
          RS485 or RS232 

ROM

JP1

J8

J7 

JP2 

 J14

J9: Serial Port 1: 
RS485: H1/L1 
RS232: Rx/Tx/J14-0v 

DS1

 J1: Reader 1

J2: Reader 2  J3: Reader 3  J4: Reader 4

 J5A

 J6A

 J6B

 J5B

 J10

Controller Address: 
  
 DS1/1: 0    1   0   1   0   1   0   1   0   1   0   1   0   1   0   1 
 DS1/2: 0    0   1   1   0   0   1   1   0   0   1   1   0   0   1   1 
 DS1/3: 0    0   0   0   1   1   1   1   0   0   0   0   1   1   1   1 
 DS1/4: 0    0   0   0   0   0   0   0   1   1   1   1   1   1   1   1 
 DS1/5: 0    0   0   0   0   0   0   0   0   0   0   0   0   0   0   0 
  Addr: 00 01 02 03 04 05 06  07 08 09 10 11 12 13 14 15 
 
 DS1/1: 0    1   0   1   0   1   0   1   0   1   0   1   0   1   0  1  
 DS1/2: 0    0   1   1   0   0   1   1   0   0   1   1   0   0   1  1  
 DS1/3: 0    0   0   0   1   1   1   1   0   0   0   0   1   1   1  1 
 DS1/4: 0    0   0   0   0   0   0   0   1   1   1   1   1   1   1  1 
 DS1/5: 1    1   1   1   1   1   1   1   1   1   1   1   1   1   1  1 
 Addr: 16 17 18 19  20 21 22 23 24  25 26 27 28 29 30 31 
 
                         1=Switch ON, 0=Switch OFF 

RELAYS CONNECTION: 
2 conductors wire 18 AWG. 
Standard length : 10 meters 
For more than 10m, depends 
on  wire resistance and load 
current consumption. 
 
WARNING ! 
Always fit a Diode across a 
DC electric lock, at the lock 
end. 
 
 
 
 
 
 
RELAY RATING: 
max. 24V AC/DC - 1A 
OR 12V AC/DC - 2A 

+•        •- R1c

R1nc

R1no

Lock Power Supply 
            0v   +V

Lock 
Solenoid 

1N5004 

TCP/IP  
Interface. 

(See next page).

4 Readers, 8 Supervised Inputs, 4 Relays, 1 Serial Port 
Optional: 2nd Serial Port, TCP/IP, Extension Board 

Board Dimensions:
176x160mm. 
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Lantronix Xport Guide – IC2001 / 4001 Controllers 

 
 

                                                                                                                                        J. Gleave 

 
 

The scope of this guide is to explain how to configure a Sensor IC controller with a Lantronix Xport 
 

After installing the Lantronix device installer start the software from the start menu. 
 
The initial Lantronix screen will show a device tree in the left hand side of the window. 
Expanding this tree will show you and Lantronix devices attached to your LAN. 
 

 
 
The first step is to give the Lantronix device an IP address that falls in line with the network/LAN than you 
plan to connect the device to. 
You may need to obtain the IP address from the network administrator for the site. 
 

1. Highlight the Xport in the right hand pane of the device installer [you may see a MAC address or IP 
address] and then click “Assign IP” button, this will initiate the  IP change wizard 
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2. Once the wizard has been initiated, follow the steps as the pictures point out below. The first step 
of the wizard is to decide whether you want the wizard to automatically assign an IP address for 
you or to assign a specific IP address, Choose “Assign a specific IP address” and then  click “Next” 
 

 
 

3. We now enter the relevant details into the 3 fields provided.  
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The 3 fields are: 
IP Address [The physical IP address you want to assign to the controller/Xport] 
Subnet Mask [The Subnet the IP address of the controller/Xport belongs to] 
Default Gateway [The gateway node the Controller will use to talk to another network, usually the 
IP address of a router or managed switch] 
All these 3 addresses will be available from your network administrator 
Once obtained fill in the 3 fields with the relevant information and then click next. 
 

4. Click the “Assign” button. Device installer will now take the above 3 fields and assign then to the 
Xport 

 
 

5. Once the progress bar is at 100% click “Finish” 
The controller is now assigned with the designated IP address, Subnet and default gateway. 
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Part 2 – Changing controller/Xport defaults 
 
Now that we have the controller setup with the correct IP address, Subnet and gateway we need to 
change certain elements of the Xport so that the controller can communicate with GuardPoint Pro. 
 
To view the newly changed information we click on the “Device Details” tab in the right hand pain of the 
Device installer. 

 
 
Here we can check all aspects of the Xport. However we still need to check and change the serial bus 
channel of the Xport. This can be done with either of the 2 methods provided from the Device installer. 
Web configuration or Telnet configuration. 
 
First we will look at how to access the web configuration and what to change. 
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Web Configuration 
 
First click onto the Web Configuration tab 

 
You will be presented with a blank page. 
In the Address bar [much like a web browser] you will see the IP address of you controller followed by the 
port [in this case the Xport is set to allow web connections on port 80] 
To access further settings of the Xport with the Web configuration method we need to click onto the 
Green arrow button. You will now see a username and password window, by default these are left blank 
 

 
 
Click “OK” to access the front page of the Xport Web Configuration 
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We can now see the front page of the web configuration with options down the left hand side of the page 
 

 
 
Outlined in RED in the Web configuration picture above is the MAC address. This is the physical hardware 
address of the Xport, this address can also be found printed on the Xport. 
 
We now need to run through the settings in the Left hand menu of the Xport Web configuration. 
 

1. Network – Click onto the “Network” menu the following page will load 
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The Network Mode drop down needs to be set to Wired 
Make sure that the “Use the following IP configuration” radio button is selected and the available 
fields correspond with what you entered earlier when setting up the IP address of the Xport. 
[Ignoring the DNS server settings] 
Ethernet configuration should be set to “Auto Negotiation” 
Speed should be set to the speed of the network 
Duplex should be set to full. 
If for whatever reason you needed to change any settings on this page, once done click the OK 
button. 
 

2. Server ‐ Click onto the network menu the following page will load 

 
 
All of these settings can be left as default. 
If you wish a password to be entered when configuring the Xport do so in the Server Configuration 
– Telnet/Web manger password fields [I would advise against this, if the password gets lost or 
another engineer visits the site and needs to configure the device, without this password they will 
be locked out] 
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3. Channel 1 – Serial Settings ‐ Click onto the network menu the following page will load 

 
 
The important settings to note on this page are the Port Settings. They should be configured like 
so. 
Protocol – RS232 
Flow Control – None 
Baud Rate – 9600 
Data Bits – 8 
Parity – None 
Stop Bits – 1 
 
Everything else on this page can be left as default. Once finished click OK. 
 
That concludes the Web configuration method.  You now need to click “Apply Settings” from the 
left hand menu for all changes to be written to the Xport. 
If for any reason you entered in the incorrect settings for the Xport underneath “Apply Settings” 
there is an “Apply Defaults” menu. This will reset the controller to the factory default settings 
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Telnet Configuration 
 
Clicking onto the Telnet Configuration tab will load this screen 

 
The important aspects to check here are: 
The IP address 
Port Number 
Both of these can be found on the “Device Details” Tab. The Telnet port number if not changed 
will always be at default 9999. 
Once these are found to be correct click “Connect” 
 
Once connect has been clicked you will see this page 

 
 
You now have approximately 10 seconds to press enter for the Telnet Setup mode. 
If you fail to respond within the timeout, you will need to click connect again. 
 
Once enter has been pressed you will see the settings of the Xport in text form. 
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This is the same output as what you would see in the Web configuration but presented in a text 
format. 
To the very bottom of this output you will see a menu 

 
 
To navigate through the various menus you enter the number off the corresponding heading as 
your choice and press enter. 
All the headings in the Telnet configuration correspond to the same menus that are present in the 
web configuration. Refer to the web configuration section in this manual to see what needs to be 
changed. 
 
In my example I will use “Channel 1” and scroll through the changeable variables, IP, Port Number 
ect. 
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First I enter my choice for Channel 1 and press enter. 
I am now presented with  
Baudrate (9600)? 
At this point you can enter another Baudrate if I wish and then press enter. As I want to leave the 
Buadrate as 9600 I press enter and move to the next definable heading, which in this case is: 
I/F Mode (4C) 
Again as I want to leave this as it’s currently set I would press enter and move on to the next 
heading. 
Work through the headings referring to the Web configuration section and change what is 
outlined in that section. 
Once you have come to the end of this menu you will see the main Telnet menu again. 
 

 
 
You now have 2 choices. 
Exit without saving 
Save and exit. 
 
If you wish to save your changes enter 9 and press enter. 
If you are not comfortable using the telnet configuration use the Web Configuration to make any 
changes 
 
This concludes the Lantronix Xport setup 

 


